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RailWare Interactive

CAUTION:ELECTRICALLYOPERATEDPRODUCT:
Notrecommendedforchildrenunder10yearsofage.M.T.H.recommendsadultsupervisionwithchildrenages10-
16. Aswithallelectricproducts, precautionsshould beobservedduringhandlingandusetoreducetherisk ofelectric
shock.

WARNING:

TransformerRatings:

W henusingelectricalproducts,basicsafetyprecautionsshouldbeobserved,includingthefollowing:
R ead thismanualthoroughlybeforeusingthisdevice.

M.T.H. recommendsthatallusersandpersonssupervisinguseexaminethehobbytransformerandotherelectronicequ ipment
periodicallyforconditionsthatmayresultintheriskoffire,electricshock,orinjurytopersons,suchasdamageto theprimary
cord,plugblades,housing,outputjacksorotherparts.Intheeventsuchconditionsexist,thetrainsetshouldnotbeuseduntil
properlyrepaired.
Donot operateyourlayout unattended. Obstructed accessoriesor stalledtrains m ayoverheat,resultingin damagetoyour
layout.
Thistrainsetisintendedforindooruse.Donotuseifwaterispresent.Seriousinjuryorfatalitymayresult.

To avoidtheriskofelectricalshock,donotdisassemblethetransformerunit. Therearenouser-serviceablepartsinside. Ifthe
unitisdamagedcontactM.T.H.Serviceforinstructions.
Thetransformerisequippedwithan internalcircuit protector. If thecircuitprotectortrips,unplugthepowercordfromthe
electricalwalloutlet, checkyourlayoutforanyshortcircuits . Thecircuitbreaker willreset automatically when theshortis
removedfromthecircuit.
Unplugthetransformerfromtheelectricalwalloutletwhennotinuse.
Donotusethistransformerforotherthanitsintendedpurpose.

Input:120 VAC,60HzOnly,Outpu

l

l

l

l

l

l

l

l

l

Donotoperatethehobbytransformerwithdamagedcord,plug,switches,buttonsorcase.
ThetransformerwasdesignedtooperateonregularUShouseholdcurrent(120volt,50-60Hertz). Donotconnecttoanyother
sourceofpower.

t:21VAC,3.75A78VA
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Set Up Checklist
r
r
r
r
r
r
r

Prime the SmokeUnit

Assemble RealTrax
Connect the transformer
Lubricate the engine

Place the engineand cars on thetrack and couple them together
Position remote lock-on lens
Apply power to run as describedin the Basic Operation sectionof
these instructions.

®

Set Includes

8-Pieces
O-31CurveRealTraxSteamEnginewithLoco-Sound™

CD-Rom

Lock-On

RemoteControl or Controllerwithwireharness

Caboose

Tools Needed

CottonSwaborRagPhilips Screwdriver
RailKingMaintenanceKit or

LightHouseholdOilandBearingGrease

Video

SteamTender

3

You can obtain replacement parts andreplacement instructions fromthe
M.T.H. Parts Department
e-mail: parts@mth-railking.com
phone: 410-381-2580
mail: 7020 ColumbiaGateway Drive,ColumbiaMD21046-1532

Pliers

BoxCar

TankCar

RailKing2-8-0Steam Freight Set withLoco-Sound™

Scissors

4-Pieces
StraightRealTrax



Getting Started

Assembling RealTrax

Connecting the Transformer

®

The quick connectors andbuilt-in r oadbedallowyoutosetupRealTraxanywhere,
including carpeted surfaces.

wire from the transformer into t heremote
lock-on's center port,

T att powersupplyincludedwith this setprovides an
easy-to-use, safepower source forAC-powered trains and
accessories.

Plug the
then plugthe transformer into

thewalloutlet.

Unplug when not in use.

!

!

he 75-w
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Gently push together RealTrax

Insertlock-oninto
knock-out tab

(Lock-onistheinterfacebetween
thetrackandtransformer)

Makesurethemetal
contactslineup. AlignQuick

ConnectPlugs

Knock-out mustberemoved
before remotelock-oncan
beinstalled

Removeknock-out from
outeredgeoftrackby
holdingandtwistingup
withapairofpliers

REMOVETAB
FROMOUTEREDGE

Lineupthetrackclip Pop trackclipinplace.

Connecting
Track Clips
If youprefernottoscrew
yourtrackto thetablefor
a p ermanentlayout,use
the enclosedtrackclips
on adjoining c urved
RealTraxsections t o
securethem inplace.

STEP

STEP

STEP

STEP

STEP

STEP STEP STEP



Lubricating the Engine

Coupling the Engine and Cars

Lubricate all exposed moving partsbefore operating using a multi-purpose,
plastic-compatibleoil(available withM.T.H.'sMaintenance Kit, sold
separately) oralight householdoil. Follow the lubricationpoints.

oushouldprimethesmokeunitwith smokefluid before
operating. Add15-20 drops of smokefluidfrom the
includedpipettethroughthesmokestack, thengentlyblow
into t hestacktoeliminateany air bubbles in t hefluid.

Ifyouchoosenotto primethe unit with fluid,turn the
smokeunit switch locatedunder thetender totheOFF
position.

See the "ProtoSmokeUnit
Operation" sectionofthisbook for more information
onsmoke unit maintenance.

Priming the Smoke Unit
Y

Runningtheengine without a primed smoke
unit may causedamage.

DONOT
OVER OIL

LubricateValveGear LubricatePick-UpRollers
(DoNotOiltheFlatPartof
Pick-UpRollers)

LubricateSideRods

Position
armiture
forproper
operation

Incorrect
Position

Placetheengineandcars
onthetrack.
Opencouplersby
pressing downonplunger.

Push c ars together to
couple.
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STEP STEP STEP

Runningthe engine without a primed
smoke unit may cause damage

SmokeUnit
ON/OFF Switch

Add 15-20Drops
SmokeFluid



Remote Control
The r emote andlock-on are designedfor use with moderate powersuppliessuch asthe
one included with this set. Itiscompatiblewithvirtuallyanymanufacturer'sengines.

The RailKing Remote Control andRemote Lock-on will not operateengines
equippedwi thpre-1997 v ersions ofProto-Sound or with Proto-One, Proto-Plus,
Proto-Deluxe, aftermarket systems.

Note: ®

® ™ ™

™

!

!

Plug tenderplugintoboilersocketatthe backofcab.

Connect thedrawbarbetweentheengineandtender.

DONOT CONNECT
This EngineTo A
Tender From

Another Engine; ItMay
Cause Serious Damage.

Look at thebottomof the
engine and t enderwhere
each will have a color-coded
stamp. Iftheymatch you
may connect thosetwo
pieces;ifnot,don't.
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InserttwoAA batteries(not
included)intothe remote.

GreenLEDflashing
indicateslock-onis
receiving signalsfrom
remote.

Controlstrains from
up to15feetfrom
thelock-on.

Aimremotecontrolatthe
roundedsideofthe lock-on
sensortosend track.Lock-

on sensorcanberotated tothe
direction you will mostoften
signal.

Remove phillipsscrewwith
screwdriveronbackof remote.

STEP STEP STEP

STEP STEP

CABLE CURVES
UPWARD



Basic Operation
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Horn/Whistle - To sound the horn,
firmlypress the Horn/Whistle
button.The horn will sound for as
long asyoucontinue todepress the
button. It will s top when you
releasethe button.

Bell - Tosoundthebell, firmly
press andreleasethe Bell
button.To turn thebell off,
press andreleasethe Bell button
again. The bell will continueto
ringfromthetimeyouturniton
until youpress andrelease the
button again to turnitoff.

Direction Yourtrainis
programmed to start inneutral.
Thet rain will always cycle
neutral-forward-neutral-reverse
with eachpress and releaseof the
directionbutton. The engine is
programmed to restart in neutral
each time the track voltageis
turnedoff for 25 seconds or more.

Emergency Stop Pressthe
Emergency Stopbuttonand all
trains on the trackcontrolled b y
theremote will stop until you
reapply voltage. This isaneasy
waytoshutdownyourtrainsat
theend o f a session or tostop
suddenlyifthetrain'spath
becomesobstructed.

Throttle U p Throttle upthepowertoyourtrackbypressing thetopendoftheThrottle
Control Rocker Switch firmly forabout 5 seconds, until the engine's headlight and
lighted cars burnbright. Then putthe engine intomotionby firmly pressing the
Direction button (hold itfor approximately 1 second) onyourremoteonce. Iftheengine
doesnotbegintomoveas soon asyoufirmlypress theDirectionbutton, you may n ot
havesent enough voltagetothetracktomakethetrainmove. Press thethrottle u p for a
fewmoresecondsuntilthetrainbeginstomove.

To increase ordecreasetrackvoltage,and therefore trainspeed,pressthethrottle control
rocker switch. Pressingthetopendofthethrottle willincreasevoltage and speed.
Pressing thebottom endofthethrottlewilldecreasevoltage andspeed.

Theengine will maintainthespeedyousetafteryourelease thethrottle until you press it
again tochangethevoltage andspeed.

Throttle

CyclePhases

Neutral

Neutral
ForwardReverse



Speed Control

Direction Lock

M.T.H. engines equipped with Loco-Soundhavespeedcontrolcapabilities thatallow the
enginetomaintainaconstantspeedupanddowngradesandaroundcurves,muchlike an
automobilecruisecontrol. Youcanaddordropcarsontherun,andtheenginewill
maintain thespeedyouset.

While theengine isprogrammed tostart withthespeedcontrolfeatureactivated,you can
opt to turnit off. This meanstheengine's speed will fall asitlaborsup a hill and increase
as it travels downward. It is also affectedbytheadditionorreleasingofcarswhileon the
run. To maintain a constant speed whenspeed c ontrol is turnedoff, youneed toadjust
track voltage yourself.

put theengineinneutral, then quickly tap the
transformer's Whistle button one time thenquickly tap the Bell button two times,allowing
approximately ½ second to lapse betweeneachquickbuttonpress. Repeat the1whistle,2
bells codetoreturnitto the other condition.

Each
time you shut downtheengine completely, it willautomatically turn speedcontrol on.

You can lockyourengine intoa direction (forward, neutral,or reverse) sothatitwillnot
change directions. To do this, put the engine intothedirection you want or intoneutral, to
lockitintoneutral,runitataveryslowcrawl(asslowlyasitwillmovewithout halting),
andquicklybutfirmlytaptheWhistle button once followedby three quicktapsofthe
Bell button,allowing approximately ½ second tolapsebetweeneachquick button press.
Theenginewillnotchange direction (including going into neutral) until you repeat the 1
whistle, 3 bells codetoreturntheenginetoitsnormalcondition, even if the engineiskept
without power for extended periods of time.

Toturnspeedcontrolonandoff,

Youwillwantto do this during the initial
neutral upon start-up if you ever couplethisenginetoanotherenginethat is not
equipped withspeed controlto avoiddamaging the motorsineitherengine.
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TimingChart

Total TimeLapse :1 Seconds½

Press
Whistle
Short&

Firm

½Sec.
Pause

½ Sec.
Pause

Press
Bell

Short &
Firm

Press
Bell

Short&
Firm

Whistle
Place

Engineinto
Neutral

Bell Bell
SpeedControl

Repeat to R eturn
to N ormalCondition

=

Place
Engine into

Desired
Direction

Whistle Bell Bell Bell
DirectionLock

RepeattoReturn
toNormalCondition

=



Proto-Cast and Proto-Dispatch:
Whenused withthe remote lock-onincluded in thisset,Loco-Sound equippedengines
gain Proto-Cast and Proto-Dispatch features

Allowsyou toplayaudiorecordingsthroughyour engine'sspeakers.
Youmustsupplytheaudiosource (a small portableCD/tapeplayeris
sufficient) a n d a male-to-male mini cable(1/8"plug,like that used for
the headsetwithaportableCD/tapeplayer)toconnectyouraudio
source to the remote lock-on.

™ ™ .

Proto-Cast:

To use Proto-Cast

To use Proto-Dispatch

!
!
!

!
!

Plug themini-cable into your audio source (usually intotheheadphone jack)
PlugCableinto the "Audio" p ort on the right side of the remote lock-on.
Adjust the volume. If engine s ounds keepbreakingthrough therecorded sounds,
increase thevolume on theaudiosource.

Thisfeature allows you tobroadcast your own voice throughyour
engine'sspeakers. You must supply themicrophone andaminicable
(1/8” plug, like that usedforthe headsetwithaportableCD/tape
player) to connectyour microphone tothe remote lock-on.

Mini-cableattached tothemicrophonemustbean1/8” plug.
Plugthe”Mic" into the proto-dispatch port on the left side ofthe remotelock-onand
speak into themicrophone.

first

Proto-Dispatch:

Whenthesefeatures are inuse,thelocomotive'sownsounds(enginesoundsand bells,
whistles, andhorns) will bemutedsothatonlythe sounds you broadcast will be heard.
Because these two features are voiceactivated, there will be a several second delay after
youstop speaking intothemicrophone orturnoff the a udio sourcebefore the engine
sounds resume.Tostop using thefeature and return to normal operation, unplug the cable
from the lock-onjack.

1/8"plug

1/8"plug

+ =
Proto-Dispatch

Proto-Dispatch
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+
Proto-Cast

+
Proto-Dispatch Proto-Cast

Proto-Dispatch



Ifusingparalleltrackswith multipleLoco-Sound equippedengines,Proto-Cast and
Proto-Dispatchtransmissions from onetrack may be picked upbythe othernearby
engines.

Ifyouexperience poppingand interference whenusingProto-Cast or Proto-Dispatch,try
cleaning thetrackwithdenaturedalcohol as described inthe "Cleaning the Wheels, Tires
andTrack" section of thisbooklet.

To adjustthevolumeofallsoundsmadebythis
engine, turn themaster volume controlknob
located under the tender clockwise to increasethe
volume andcounter-clockwise to d ecreasethe
volume.

Manual Volume Control
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NOTE: M.T.H. does notrecommendusingProto-Cast
and Proto-Dispatchatthesametime.

increase



Maintenance
Care of the Remote Control

Lubrication Instructions

Greasing Instructions

To ensure trouble-free operation:
Do not dropthe remote. It candamage the delicateelectronics inside.
Remove batteries beforestoringfor extended periods.
Anyattempt by anyone other t hananauthorizedM.T.H.repairperson toopenand
repair the handheld t ransmitteror lock-onmayresultindamageandthelossof
warranty p rotection.
Ifyourtrainrespondsinconsistently, replaceo ldbatteries with fresh ones. Do not
mixoldandnew batteries.

The e ngine should b e oiledand greased inordertorunproperly.

Regularly lubricateallsiderodsandlinkagecomponentsand pickup rollers
to prevent squeaking. Uselight householdoil,suchasthatfoundin
M.T.H.'s maintenance kit. Do not overoil. Use only a drop or twoon each
pivot point.

The l ocomotive'sinternalgearingwasgreasedatthefactory. Grease engineevery 50
hoursof use or oneyear. Use a lithiumbasedgreaseandfollowthegreasinginstructions.

!
!
!

!
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DONOT
OVER OIL

LubricateValveGear LubricatePick-UpRollers
(DoNotOiltheFlatPartof
Pick-UpRollers)

Lubricate SideRods

!

!

!

Remove t he screw fromthe chassistoopen
thegreaseport.

Insertthe greasetubetipintotheportand
squeeze t he tube o nce or twicetoaddgrease
tothegearbox.

Wipeoffanyexcessgreaseand replace t he
phillipsscrewsecurely.



Cleaning the Wheels, Tires and Track
Periodically check the locomotive wheels andpickups
for dirt and buildup, whichcan cause poor electrical
contact andtraction and prematurelywear outthe
neoprenetraction tires. Wheels andtires can be cleaned
usingdenatured(not rubbing) alcohol appliedwith a
cottonswab.

To cleanthetrack, use RailKing TrackCleaning Fluid
andaclean rag or denatured(notrubbing) alcohol. Unplug the transformerand wipe the
rails of the track,turningtheragfrequentlytoensurethatyouareusingcleancloth onthe
rails. Because themanufacturing processleaves a coatingonRealTrax center rail, you
shouldcleantherailsafterthe first 30minutesofuse(youmaynotice anelectrical smell
duringinitial useas the coating wears off; thisisnormal). Thereafter, keep aneyeonthe
track andclean it when it gets dirty to ensure good electrical contact andto lengthen the
life ofthe tires.

Traction Tire Replacement Instructions
Your locomotiveis equippedwithtwo neoprene rubbertraction tires ontherear set of
flanged drivers. While thesetiresareextremelydurable, you mayneedtoreplacethemat
somepoint.

ProtoSmoke Unit Operation®

This steam locomotive contains a smoke unit that outputs smoke through thesmokestack
ontheboileroftheengine. Thesmoke unit isessentiallyasmallheatingelementand
wick that soaksup andthenheatsamineraloil-basedfluidthatemitsa harmless smoke.
The s moke is then forcedout ofthestack byasmallelectric fan.

Withafeweasymaintenance steps,you should enjoy trouble-freesmoke unit operation
for years.

When preparing to r unthisengine, add 15-20 dropsofsmokefluidthrough the
smokestack. We recommend M.T.H.ProtoSmoke,Seuthe,LGB, or LVTS fluids(a

!
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!

!

Remove the side rods (the rodsthatconnect e ach drivewheeltotheother)from
the wheelsinorderto slipthenewtireoverthegrooveddrivewheel. These
screwscanbeloosenedwitha 5mm nutdriver.

Cleanthegrooveusingacottonswabanddenaturedalcohol.

!

!
!

!

!

Make suretheold tire h as been completelyremovedfromthegroovein thedrive
wheel,using a razorblade orsmallflatheadscrewdriverto pry a way any remains.
Cleanthegrooveusingacottonswabanddenaturedalcohol.
Slip thenewtireontothewheel. You mayfinditusefultousetwosmallflathead
screwdrivers tostretch the tireover thewheel.
Ifyoutwistthetire whilestretchingit overthe wheel,youwillneedtoremove and
reinstall thetire. Otherwise yourenginewillwobblewhileoperating.
Make surethetire isfullyseatedinsidethegroove. Usea razorbladetotrim away
any e xcesstirethatdoesn'tseatitselfinside thegrooveproperly.

STEP

STEP



Remove t hesixPhillipsscrewsfromthechassisthenliftthebodyawayfromthechassis.STEP

small pipette of ProtoSmoke fluidisincluded). Do
notoverfillthe unit or the fluidmay leakout and c oat
the interiorengine components.
Ifyou choose n o t t o addthefluid (or havealready
added the fluid but choosetorunsmoke-free),turnoff
the smoke unit switchlocated under the tender body.

When the smoke output while running theengine
beginstodiminish, addanother10-15dropsofsmoke
fluid or turnthe smoke unit off.
When storing the unit for long periods oftime,
youmaywanttoaddabout15dropsoffluidto
prevent thewickfromdryingout.
After removing the engine fromstorage,add
another 25dropsoffluid, lettingthe wicksoak
upthe fluidfor 15 minutes prior to operation.

Ifyouexperience poor orno smokeoutput when thesmoke
unitisonandhasfluid,checkthewicktoseeifithas
become hard,blackened, andunabsorbent around the
heating element. Removethe boilerasshownbelow.
Remove thesmokeuni t inspection cover fromthe
locomotive's body (see right). Afterremovingthe chassis
andinspection cover screws, lift theinspectionplate away
andinspect the wick. Ifitisdarklydiscoloredand hard,it
shouldbe replaced. Whenpriming new wickadd 40drops.

!

!

!

Failure eithertoaddfluidto the unit ortoturnit
offmaydamage thesmokeunitheatingelement
and/or wicking material.

Locomotive Light Bulb Replacement

!

To replace the light bulb inthe locomotive, follow the boiler removalinstructions below.

Wickin
Poor

Condition

Wickin
Good

Condition

SmokeUnit C over
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Runningthe engine without a primed
smoke unit may cause damage

Add 15-20Drops
Smoke Fluid

Add 15-20Drops
SmokeFluid

SmokeUnit
ON/OFF Switch



Caboose Light Bulb Replacement
To replace the interior light bulbs f ollow theseinstructions andseethe diagrams below.
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ReplaceHeadlightBulb

Removethefour(4)
screwslocatedunder
the caboose'strucks.

Lowerthechassisfromthe
shell,takingcarenot topull
the wiresout.

Carefully loosen the
end f ramesonboth
endsfromthestep
platform.

Thengrasptheend
framebythebottom
andpivotoutward5
degrees. Remove
the stepplatforms
from bothends.

Lower the
chassisfrom
theshell,
taking care not
topullthe
wiresout.

StepPlatform

End
Frame

Bayonet Bulb
(Part #CI-0000015)

1

2

Replacea BayonetBulbby turningand
pushingup,pulling the bulb from itssocket.

STEP STEP

STEP STEP

STEP

STEP Once the locomotiveboiler hasbeenremoved
from its chassis, locate the bulbbracket as seen in
the illustrationontherightandrotate the
headlight bulb counter-clockwise to remove.



Quick-Start Video

RailWare Interactive CD ROM

Installing Adobe Acrobat Software

Theincluded VHS Quick-Start video demonstrates the start-up and basic operationofthis
set as well as other information about model railroading. You may find it helpful to view
thevideobeforeoperating this set.

M.T.H. provides a free RailWare CD ROM ineach Ready-To-Runset. It isfullof
helpful informationon M.T.H. product history,trackplanningsoftware,adealerfinder,
andinformation andvideoclips onLoco-Sound and Proto-Sound 2.0. Follow the
directionsbelow tousetheCDROM.

Minimum System Requirements: Pentium100,16MBRAM,Windows95orlater, CD
ROM drive, SoundCard, display properties set togreater than256colors. TheCDwill
not workon a Mac OSunlessyourunVirtualPC .

You mayruntheRR-TracksoftwaredirectlyoffoftheCDROMoryoumay install the
software to your hard drive.
1. On the Desktop, clickontheicon that says My Computer.
2. Find your CDROMdrive.
3. Withthe M.T.H. CD ROM inthedrive, doubleclickontheiconfortheCDROM

drive.
4. Find the folderontheCDROMentitledINSTALLATION.
5. Choose the folder insideentitled RRTRAXSETUP.
6. RunthefileinthatfoldercalledSETUP.EXEandfollowthedirectionsitprovides.

The programmayaskyoufor aregistration code. Ifitdoestype in "M.T.H." and it will
run.

To read some oftheelectronicdocuments included ontheCDROM,youwillneedto
install theAdobeAcrobat Reader if it is not already on your computer. To install the
software:
1. On the Desktop, clickontheicon that says My Computer.
2. Find your CDROMdrive.
3. Withthe MTHCDROMinthedrive,doubleclickontheiconfortheCDROM

drive.
4. Find the folderontheCDROMentitledINSTALLATION.
5. Choose the folder insideentitled ACROBATREADER.
*If you a re runningWindows95, 98 orNTchoosethefolder32BIT.Runthefile
AR32E301.EXE and follow the directions it provides.

Ifyou have problems you cannot resolve by using these directions, contact
custserv@mth-railking.com or call 410-381-2580for further help.

®

®

Running RR-Track Software

Additional track libraries canbe obtained directlyfromRR-Track. See their websitefor
more information .www.rrtrack.com
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Troubleshooting Loco-Sound Problems™

Although Loco-Soundhasbeendesignedandengineeredfor ease of use,youmayhave
some questions during initialoperation. The followingtableshould answer most
questions. If your problemcannot be resolved with this table,contactM.T.H. for
assistance( telephone: 410-381-2580;
fax: 410-423-0009;mail: 7020 Columbia Gateway Drive, Columbia MD21046-1532).

e-mail: service@mth-railking.com;
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Starting Up

Whistle

Bell

Remedy

Remedy

Remedy

When I first turn the power on, the
enginewillnotbegintorun.

The engine willnot start afterIpress
theDirectionbutton.

Ican'tgetthewhistletoblowwhen I
pressthewhistlebutton.

Ican'tgetthebelltoringwhenIpress
thebellbutton.

You maybepressingthe buttontoo quickly. Try pressing
the whistle button moreslowly,takingapproximatelyone
fullsecondtofullydepressthebutton.

You maybepressingthebuttontooquickly. Trypressing
the bell button more slowly, taking approximatelyonefull
secondtofullydepressthebutton.

Thisisnormalbehavior. To prevent accidental high-speed
start-ups,Loco-Soundis programmedtostart upinneutral
anytimetrackpowerhasbeenturnedoffforseveralseconds.
Seethe"BasicOperation"sectionformoredetails.
Youmaynotbesendingenoughpowertothetracktopower
theengine. Pressthe throttle up for a fewmoresecondsto
increasetrackpower.

Lock-out Remedy

I can't get the engine to run after I
power upthetransformer. Itsitsstill
with theenginesoundsrunning.
The engine won'tlockinto forward,
neutral,orreverse.

Theengine maybelocked intotheneutralposition. Follow
the procedure in the "Lock into a Direction" section to
unlocktheengine'sdirection.
Enginespeedmustbebelow10scalemph(approx.10volts
orlessinconventionalmode).

Volume Remedy

The sounds seemdistorted,
especiallywhentheHornorbellis
activated.
Nosound.

Loco-Sound volume is set too high. Turn the volume
controlknobonthe bottom ofthechassiscounter-clockwise
toreducethevolume.
Volumeis set too low,adjustvolumecontrol knobon the
bottomof the chassisclockwise t o i ncrease the volume or
checkconnectorto speaker.

Proto-Cast and -Dispatch Remedy

When I try toplay musicormy
voice through myengine'sspeakers,
there is poppingand interference.
My Proto-Cast sounds play too
quietlyorunclearly.

When I try toplay Proto-Cast,the
engine'ssoundskeep b reakinginon
myrecording.
When I run twoLoco-Sound
enginesontracks n e a r each other,
theProto-Castand Dispatchsounds
play frombothengines,notjust
from theoneconnectedto the audio
source ormicrophone.

Cleanthetrackwithdenaturedalcohol,asdescribedinthe
"Cleaning theWheels,Tires,and Track" sectionofthis
book.
Unplugthe cablebetween theaudiosourceandtheremote
lock-on. Re-plug itintotheaudio source first, theninto the
lock-on,pushing firmlyto make sureitis fully installed.
Yourrecording maybeplayingtooquietlytotriggerthe
enginetostopplayingits own soundset. Turnupthe
volumeof theaudio sourceyouareusing.
Thisisnormalbehavior. Because Loco-Soundusesradio
wavesto transmit thesound to the engine,other Loco-
Soundenginesinthesame range willalso pick u p the
sound. Try movingone o f the sets.
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Transformer
Model

CenterRail OutsideRail Min/Max.
Voltage

Power
Rating

Transformer
Type

Lionel1032 U A 5-16v 90-Watt Standard

Lionel 1032M U A 5-16v 90-Watt Standard

Lionel1033 U A 5-16v 90-Watt Standard

Lionel1043 U A 5-16v 90-Watt Standard

Lionel 1043M U A 5-16v 90-Watt Standard

Lionel1044 U A 5-16v 90-Watt Standard

Lionel1053 U A 8-17v 60-Watt Standard

Lionel1063 U A 8-17v 60-Watt Standard

All-Trol LeftTerminal RightTerminal 0-24v 300-Watt Electronic

DalleeHostler LeftTerminal RightTerminal Electronic

Lionel LW A U 8-18v 75-Watt Standard

LionelKW A o r B U 6-20v 190-Watt Standard

LionelMW OutsideTrack
Terminal

InsideTrack
Terminal

5-16v 50V.A. Electronic

Lionel RS-1 Red Terminal BlackTerminal 0-18v 50V.A. Electronic

Electronic

LionelRW U A 9-19v 110-Watt Standard

LionelSW U A Unknown 130-Watt Standard

LionelTW U A 8-18v 175-Watt Standard

LionelZW

LionelPost-War
Celebration
SeriesZW

A,B,CorD

A,B,CorD

U

Common

8-20v

0-20v

275-Watt

135/190Watt

Standard

MTH Z-500 RedTerminal BlackTerminal 0-18v 50-Watt Electronic

MTH Z-750 RedTerminal BlackTerminal 0-21v 75-Watt Electronic

MTHZ-4000 RedTerminal BlackTerminal 0-22v 390-Watt Electronic

Compatibility
While thisReady-To-Run set is equippedwith everything youneedtooperateit,the
designallowsflexibility. The train will operate onanytraditional O-31 orlargerOGauge
track system, including the RealTrax included with thissetortraditionaltubulartrack. It
is also compatible with most standardACtransformers, includingthehobby transformer
packaged withyourset.

Note that many of t he operational commands describedinthese instructions require a bell
button, so if youareusingatransformerother thantheoneincludedinthissetandyour
transformer does nothave its own bell button,youshould consider addingonetogetthe
full benefit of thesystem.

®

Transformer Compatibility and Wiring Chart
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2-8-0 Steam Locomotive Engine Parts
Nameand Number Part #

1.) Stanchion( black ) FB-1200242
(plastic )(3.0mm long )

2.) Handrail(nickel)(boiler) FB-1200099
3.) Bell ( nickel ) FB-1200101
4.) Shell ( black ) (CNW)( # 1761 ) FB-1200239
5.) Lens ( green )( marker ) FA-1230025
6.) Lens ( clear )( headlight ) FA-1230022
7.) Number board ( black ) FB-1200178
8.) Smoke unit AA-0000029

(7.0x8.0x2.0x3.7mm brass cup )( 7.5mm longposts )
( Proto-Sound 2.0®& Loco Sound™ )

9.) Bulb ( clear )( headlight ) CA-0000038
(6V )( small globe)( screw base)

10.) Bracket ( black ) IH-0000085
( smoke unit / headlight )

11.) Screw IA-0000003
(4/40x6.0mm )( roundhead )

12.) Crosshead ( n ickel) EC-1250016
(38.8mmlong )

13.) Drive rod ( nickel ) EC-1250015
14.) Drive block (black)(4 axle) DF-1200018
15.) Bolt ( nickel ) IA-0000253

( hexhead 5.0mm)( M3x9.5mm long )
(4.0x2.5mm shoulder )

16.) Side rod(nickel ) EC-1250017
(116.0mmlong ) (4ho le s )

17.) Traction tires DE-0000023
18.) Insulator ( black ) BD-0000026

(top )( square )( pick-up )
19.) Screw ( nickel ) IA-0000015

(M3x6.0mm )( roundhead )
20.) Wire strap( white ) IH-0000103

(metal )(tab bends over wires )
21.) Tach board AG-0000048

( no spacer between board and optical sensor)
( has a tiny resisteron backside of tach board )

22.) Motor ( RS-365SH ) BE-0000076
(8.0x21.0mm gear shaft )(13.0mmgear threads )
(9.0x30.0mm white flywheel w/ black stripes )
(tach board mounting strap )

23.) Screw IA-0000050
(6/32x8.0mm )( roundhead )

24.) Motor mount ( black ) BI-0000034
25.) Screw ( yellow Zink) IA-0000089

(M2.5x6.0mm )( roundheadw/ lockwasher )
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26.) Wire nut(yellow ) BI-4500003
27.) PC board( green ) AG-0000039

(w/ 10pinfemaleplug )
28.) Draw bar ( black ) FB-1200079

(67.5mm long )
29.) Spring IE-0000061

(6.5x10.0mm )( w/0.6mmthick wire)
30.) Screw IA-0000028

(4/40x6.0mm )( washer head )
31.) Nut ( nickel )( 2.5x5.0x10.0mm ) IC-0000005
32.) Insulator ( black ) BD-0000024

(pick-up )( bottom)( flat )( square )
33.) Pick-up BD-0000050

(8.0x11.0mm roller )( 24.0mm long )
34.) Bolt ( nickel ) IA-0000253

(M3x9.5mm long )( 4.0x2.5mm shoulder )
(5.0mm hex head)

35.) Truck ( lead )( single axle ) DA-1230013
36.) E-clip ( 2.5x6.0x0.5mm ) IF-0000004
37.) Washer ( 3.0x7.0x0.4mm ) ID-0000028
38.) Spring IE-0000007

(6.5x11.0mm )( w/0.4mmthick wire)
39.) Pin IG-0000007

(3.0x9.0mm )( flathead )( 1 e-clip groove )
40.) Pivot plate( nickel ) IH-0000021

( for lead truck )
41.) Bracket ( black ) IH-0000211

(metal )(18.6x32.4x40.5mm)( T shaped )
42.) Ferrite bead AI-0000030
43.) Capacitor( blue )(.01 uF ) AI-0000031

(16.0x2.0mm )( w/ 2 wires)
44.) Steam dome ( black ) FB-1200247
45.) Sand dome ( black) FB-1200246
46.) Washer ( black ) ID-0000040

(3.0x6.0x0.4mm )( fiber )
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2-8-0 Steam Engine Tender Parts
Nameand Number Part #

1.) Shell ( black ) GA-1200094
(tender )(plastic )(CNW )( # 1761 )

2.) Board AE-0000003
( Loco-Sound™ )( steam/turbine )

3.) Screw IA-0000011
(4/40x8.0mm )( roundhead )

4.) Insulator ( white ) ID-0000025
(washer )( 3.0x6.0x3.0mm )( plastic )

5.) Insulator ( clear ) ID-0000024
(13.0x19.0x0.1mm)( single hole )

6.) Screw IA-0000010
(M3x4.0mm )( roundhead )

7.) Screw IA-0000016
(M3x6.0mm )( roundhead )

8.) Wire nut(yellow ) BI-4500003
9.) Speaker cone ( black ) BF-0000020

(44.0x48.3x37.0mm )( plastic )( 2 screw holetabs )
10.) Speaker BF-0000015

( Cuistack)( GF0501, 8 ohms, 0 .25 watt )
11.) Wire harness ( black ) BC-1200103
12.) Screw IA-0000058

(M2x4.0mm )( roundhead )
13.) Switch ( small ) BB-0000009
14.) Screw IA-0000003

(4/40x6.0mm )( roundhead )
15.) Bracket ( Aluminum) IH-0000212

( for Loco-Sound™board )
(14.0x76.0x24.7mm )( 5.0mm step )

16.) Screw IA-0000035
(M3x8.0mm )( roundhead )

17.) Volume pot ( small ) BI-0000040
(blue w/ green board )

18.) Spacer ( black ) ID-0000071
(3.0x6.0x4.0mm )( plastic )

19.) Chassis ( black ) GB-1200047
(58.0x175.0mm )(has new hole for battery jack )

20.) Screw IA-0000025
(M3x16.0mm )( washer head )( self-drilling threads )

21.) T-bar IG-0000001
22.) Coupler ( black ) DD-0000039

(mechanical )( 51.5mm long )
23.) Armature( black ) DD-0000040

(45.0mmlong )
24.) Spring IE-0000007

(6.5x11.0mm )( w/0.4mmthick wire)

21RailKing2-8-0Steam Freight Set withLoco-Sound™



25.) Washer ( black )( plastic ) ID-0000060
(4.6x8.6x2.0mm )( inside 7.0x1.0mm)( cup shaped )

26.) E-clip ( 3.0x8.0x0.5mm ) IF-0000002
27.) Truck ( black ) DA-1250012

(tender )(2 axle )
28.) Screw IA-0000214

(6/32x6.0mm )( washer head )
29.) Gasket ( black ) IB-0000009

( speakerring )( 43.8x49.8x3.0mm )(foam )
NS.) Wire harness BC-1200104

(12 pin black maleplug )
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Service & Warranty Information

Limited One-Year Warranty

How to Get Service Under the Terms of the Limited One-Year
Warranty

For warranty repair, follow the instructions below toobtain warranty service.

First,e-mail,write,callorfax an Authorized M.T.H.ServiceCenterinyourareaorM.T.H.ElectricTrainstoobtain
RepairAuthorization. You canfindthe listofAuthorizedServiceCentersontheM.T.H.website,www.mth-

railking.com. AuthorizedService Centersare requiredonlytomakewarrantyrepairson i t emssoldfromthatstore;
allotherrepairs may o r may n otbedoneatthestore'sown discretion. Otherwise,contactM.T.H.(fillout the
ServiceContact form inthe ServiceSectionofwww.mth-railking.com;send USmailtotheaddress listedbelow;

tel: 410-381-2580; fax:410-423-0009),statingwhentheitemwaspurchasedand describing theproblem. Ifyou
contactM.T.H.,youwillbegivenareturnauthorizationnumbertoassurethatyourmerchandisewillbeproperly
handleduponitsreceipt.

CAUTION: Makesurethe productispacked i n its originalfactorypackagingincluding itsfoamandplastic
wrapping materialso a s topreventdamageto themerchandise. Theshipmentmustbeprepaidand werecommend

that itbeinsured.

leasemakesureyouhavefollowedtheinstructionscarefullybeforereturninganymerchandisefor service.

Seeourwebsite at orcall1-888-640-3700to identifyanAuthorized M.T.H. Train
Merchant nearyou.

M.T.H.products arewarrantiedforoneyearfromthedateofpurchase againstdefectsin materialor workmanship,
excluding wear items such a s l ight bulbs, pick-uprollers,batteries,smokeunitwicks,andtractiontires. Wewill
repair orreplace(atouroption)thedefectivepartwithout chargeforthepartsorlabor,iftheitemis returnedto an
AuthorizedM.T.H.Service Center orM.T.H.ElectricTrainswithinoneyearoftheoriginaldateof purchase.This
warrantydoesnotcoverdamages causedbyimpropercare,handling , o r use. Transportationcostsincurredbythe
customer arenotcoveredunderthiswarranty.

Items sentforrepairmustbeaccompaniedbyareturnauthorizationnumber,adescriptionof theproblem,and
,which givesthedateof

purchase. Ifyou are sendingtheitemtoM.T.H.,fillouttheServiceContactforminthe ServiceSectionof
www.mth-railking.com;sendUS mail t o t headdresslistedbelow;call410-381-2580,orfax410-423-0009to
obtainareturnauthorization n umber. If youaresendingthisproduct toanAuthorizedServiceCenter,contactthat
Centerfortheir return authorization.

Thiswarrantygivesyouspecific legalrights, andyoumay h aveother rights thatvaryfromstatetostate.

ServiceDepartment

Acoverletterincludingyourname,address,daytimephonenumber,e-mailaddress(if

available),ReturnAuthorizationnumber,acopyofyoursales receipt and a full description oftheproblemmust
beincludedtofacilitatetherepairs. Pleaseincludethedescriptionregardlessofwhetheryoudiscussedthe

problemwitha servicetechnician whencontacting theService Center or M . T.H. foryourReturn Authorization.

P

All M.T.H. products purchased from a n AuthorizedM.T.H. Train Merchant arecoveredbythiswarranty.

a
copyoftheoriginalsalesreceiptfrom anAuthorizedM.T.H.TrainMerchant

www.mth-railking.com



CANADA

CALIFORNIA

COLORADO

CONNECTICUT

FLORIDA

MARYLAND

MICHIGAN

NEWHAMPSHIRE

NEWYORK

OHIO

PENNSYLVANIA

VIRGINIA

WISCONSIN

TOYTRAIN WORKSHOP
CUMBERLAND
613-833-8331

THETRAINROOM
FERGUS
519-787-3280

TINPLATEJUNCTION
OAKLAND
510-444-4780

MIZELLTRAINSINC
WESTMINSTER
303-429-4811

NEW ENGLAND H OBBY
SUPPLY
MANCHESTER
860-646-0610

ROUNDHOUSE SOUTH
PORT O RANGE
386-304-7002

PLAZAHOBBY
CUMBERLAND
301-729-6424

ENGINEHOUSEHOBBIES
GAITHERSBURG
301-590-0816

CATOCTINMOUNTAINTRAINS
& HOBBIES
THURMONT
301-694-8331

MICHIGANMODELTRAIN
CENTER
PINCKNEY
734-426-1651

BRASSEURELECTRIC TRAINS
INC.
SAGINAW
989-793-4753

TREASUREDTOYS
SALEM
603-898-7224

AURORA RAILS&HOBBIES
EASTAURORA
716-652-5718

DAVISELECTRONICS
MILFORD
513-831-6425

RICK'STOYTRAINS
TOLEDO
419-478-0171

BUSSINGERTRAINS
AMBLER
215-628-2366

FAIRCHANCEPHARMACY
FAIRCHANCE
724-564-7817

TOBY TYLER'S H OBBY
CENTER
PITTSBURGH
412-653-5030

LOCUST GROVE TRAINS
LOCUST GROVE
540-854-8955

DAVISHOBBYSUPPLIES
PORTSMOUTH
757-397-1983

T S G HOBBIES
WARRENTON
540-347-9212

SOMMERFELD'S TRAINS
BUTLER
262-783-7797

GRAMPA'S TRAINSHOP
RICE LAKE
715-234-2996

PARTICIPATING N.A.S.C.
RETAILER LIST

AUTHORIZED SERVICE CENTER
www.mth-railking.com

7020 Columbia Gateway Dr. - Columbia, MD 21046
Information: 410-381-2580 Fax: 410-381-6122



CANADA

ALABAMA

ARIZONA

CALIFORNIA

COLORADO

CONNECTICUT

FLORIDA

ILLINOIS

INDIANA

IOWA

KENTUCKY

LOUISIANA

TOYTRAIN WORKSHOP
CUMBERLAND
613-833-8331

THETRAINROOM
ERGUS
519-787-3280

CREDITVALLEYRAILWAY
COMPANY
STREETSVILLE
905-826-1306

BHTRAINS
TERREBONNE
450-492-0317

SOUTHERLAND STATION
HUNTSVILLE
256-533-4720

LIL' BOBBY'SHOBBIES
MONTGOMERY
334-277-1715

ARIZONATRAIN DEPOT
MESA
480-833-9486

CENTRALCOAST TRAINS
ATASCEDERO
805-466-1391

TRAIN SHACK
BURBANK
818-842-3330

ROUNDHOUSE
NORTH HOLLYWOOD
818-769-0403

DOLLHOUSES TRAINS & MORE
NOVATO
415-883-0388

TINPLATEJUNCTION
OAKLAND
510-444-4780

RON'SWORLD
SANCLEMENTE
949-361-5596

TRUCKS&TRAINSHOBBIES
SANTAROSA
707-537-6586

CUSTOM RAILWAYSUPPLY
COLORADOSPRINGS
719-634-4616

CABOOSEHOBBIES
DENVER
303-777-6766

MIZELLTRAINS
WESTMINSTER
303-429-4811

NEWENGLANDHOBBY
SUPPLY
MANCHESTER
860-646-0610

HOLLYWOOD STATION
HOLLYWOOD
954-921-2700

DEPOTHOBBYSHOP
LAKEWORTH
561-585-1982

READYTOROLL
MIAMI

FRANK'STRAINS&HOBBIES
OLDSMAR
813-855-1041

COLONIAL PHOTO&HOBBY
ORLANDO
407-841-1485

WARRICK CUSTOM HOBBIES
PLANTATION
954-370-0708

ROUNDHOUSE S OUTH
PORT ORANGE
386-304-7002

BIKE&CHOOCHOO
CONNECTION
SCHAUMBURG
847-882-7728

Y.O.R.K.TRAINS
MUNSTER
219-838-9999

SAMUELSON'STRAINSHOP
VALPARAISO
219-462-2708

CABOOSESTOPHOBBIES
CEDARFALLS
800-642-7012

L&NTRAINS&THINGS
LOUISVILLE
502-897-9005

AMERICA'STRAINYARD
BATONROUGE
225-926-5592

PARTICIPATING A.S.C.
RETAILER LIST

AUTHORIZED SERVICE CENTER
www.mth-railking.com

7020 Columbia Gateway Dr. - Columbia, MD 21046
Information: 410-381-2580 Fax: 410-381-6122



MAINE

MARYLAND

MASSACHUSETTS

MICHIGAN

MISSOURI

NEVADA

NEWHAMPSHIRE

NEWJERSEY

NEW YORK

NORTH CAROLINA

OHIO

WHEELS,WINGS&THINGS
LUDLOW
207-532-6277

PLAZAHOBBY
CUMBERLAND
301-729-6424

HOBBYTOWNU S A
FREDERICK
301-694-7395

ENGINE HOUSEHOBBIES
GAITHERSBURG
301-590-0816

J & B T R AINS
HAGERSTOWN
240-420-4930

THETRAINROOM
HAGERSTOWN
301-745-6681

PURKEY'STOYTRAINS
SYKESVILLE
410-549-6061

CATOCTIN M OUNTAIN TRAINS
& HOBBIES
THURMONT
301-694-8331

NORTHEAST TRAINS
PEABODY
978-532-1615

EASTBAYHOBBIES
SEEKONK
508-336-5573

MICHIGANMODELTRAIN
CENTER
PINCKNEY
734-426-1651

BRASSEURELECTRICTRAINS
INC.
SAGINAW
989-793-4753

SWITCHSTAND
SAINT L OUIS
314-781-4458

MARKTWAINHOBBY C ENTER
ST. LOUIS
636-946-2816

RENO R AILS
RENO
775-337-6669

RAILROADSPECIALTIES
NASHUA
603-801-0801

TREASUREDTOYS
SALEM
603-898-7224

COUNTRYAND STUFF
ANDOVER
973-786-7086

COLUMBUSTRAINSTATION
COLUMBUS
609-518-1800

ATLANTICRAILS
HAMMONTON
609-567-8490

GRAND CENTRALSTATION
KEARNY
201-955-6200

J & B TRAINS, I NC.
MAPLESHADE
856-414-0092

HOBBY S H OP
MATAWAN
732-583-0505

HOBBYMASTERS, INC
RED BANK
732-842-6020

RIDGEFIELDHOBBY
RIDGEFIELD
201-943-2636

TOM’SMODELTRAINS
SCOTCH P LAINS
908-322-6122

TRAINS & THINGS
TRENTON
609-883-8790

COASTTRAINSAND
COLLECTIBLES
WALL
732-556-9005

HOLLYBEACH TRAINDEPOT
WILDWOOD
609-522-2379

AURORARAILS&HOBBIES
EASTAURORA
716-652-5718

NASSAUHOBBYCENTER,INC.
FREEPORT
516-378-9594

HOBBYWORLD
MONTICELLO
845-794-8770

CITY DEPOT, INC.
NEW HAMPTON
845-374-3010

SCAG’SELECTRICTRAINS
STATEN ISLAND

AMERICANASTORE
TIVOLI
845-757-4246

KROSS HARDWARE
W EST B ABYLON
631-669-3069

THEROUNDHOUSE&
BACKSHOP
CARY
919-465-0810

TRAINSLTD.
CHARLOTTE
704-566-9070

DRYBRIDGESTATION
MOUNTAIRY
336-786-9811

THEFREIGHTYARD
SMITHFIELD
919-934-6229

TRAIN LOFT
WINSTON-SALEM
336-760-9817

GLEN'S TRAINSHOP
AKRON
330-253-6527

E & S T RAINS
AKRON
330-745-0785

T & K H OBBYSHOP
BRIDGEPORT
740-633-6607

PARMAHOBBY
CLEVELAND
216-741-6440

SANDY'SHOBBY'S&
COLLECTIBLES
ELYRIA
440-365-9999

HUDSONTOY,TRAIN&
HOBBY
HUDSON
330-653-2997

CLEARVIEW TRAIN& HOBBY
LORAIN
440-277-4488

DIXIE U NIONSTATION
MASON
513-459-0460

DAVIS ELECTRONICS
MILFORD
513-831-6425



TRAINS-N-THINGS
NORTH CANTON
330-499-1666

GRAND PACIFICJUNCTION
OLMSTEADFALLS
440-235-4777

RICK'STOYTRAINS
TOLEDO
419-478-0171

ERIERAILWAYDEPOT
TROY
937-440-9972

AMERICAN H OBBYCENTER
ALIQUIPPA
724-378-3930

ALLENTOWNTOY TRAIN
SERVICE
ALLENTOWN
610-821-0740

ONTHE RIGHTTRACK
ALTOONA
814-942-4345

BUSSINGER T RAINS
AMBLER
215-628-2366

JIM’SHOBBYSERVICE
BERWICK
570-759-2695

YE OLDETRAIN & CHRISTMAS
SHOPPE
BOYERTOWN
610-369-0755

NICHOLAS SMITH
BROOMALL
610-353-8585

CHARLEROI SWEEPER
CENTER
CHARLEROI
724-483-3397

CRANBERRY HOBBYDEPOT
CRANBERRY TWP
724-776-3640

FAIRCHANCEPHARMACY
FAIRCHANCE
724-564-7817

TOYTRAIN S TATION
FEASTERVILLETREV
215-322-5182

THECABOOSE
LEHIGHTON
570-386-5352

HOBBY CITY
MCMURRAY
724-942-2557

THE STATION
NEW CUMBERLAND
717-774-7096

FRYER'S S TORE
ORWIGSBURG
570-366-2258

CHESTNUTTOYBOX
PHILADELPHIA
215-545-0455

TOBYTYLER'S HOBBY
CENTER
PITTSBURGH
412-653-5030

WILCOXGREENHOUSE&
NURSERY
TITUSVILLE
814-827-3823

EASTERN DEPOT
TROY
570-297-1975

J&J R AILROAD CROSSING
TURTLE C REEK
412-824-6009

TRAINS R FUN
LEESBURG
703-779-8600

EMERALD TRAIN& HOBBY
GREENWOOD
864-223-2247

MODELRAILROAD&HOBBY
SHOP
MEMPHIS
901-384-6500

HOBBYTIME
AMARILLO
806.352.9660

RIVERVIEWTRAINS
ANGLETON
979-848-3895

GREATTRAINS & HOBBIES
LONGVIEW
903-757-2720

LEESBURGHOBBIES
LEESBURG
703-779-8600

LOCUSTGROVETRAINS
LOCUSTGROVE
540-854-8955

TRAINDEPOT
MANASSAS
703-335-2216

CHESTERFIELDHOBBIES
MIDLOTHIAN
804-379-9091

DAVIS HOBBYSUPPLIES
PORTSMOUTH
757-397-1983

TOYTRAINCENTER
RICHMOND
804-288-4475

NUTBUSH E XPRESS
VICTORIA
434-696-1902

T S G H OBBIES
WARRENTON
540-347-9212

NORGE STATION
WILLIAMSBURG
757-564-7623

EASTSIDE T RAINS
KIRKLAND
425-828-4098

PATRICK'S T RAINS
W HEELING
304-232-0714

W OODCRAFTERS SHOP
BURLINGTON
262-763-5239

SOMMERFELD'STRAINS
BUTLER
262-783-7797

HOBBY OUTLET
FONDDULAC
920-924-3770

G B T V & TRAINS
GREEN BAY
920-496-9697

GRAMPA'S T RAIN SHOP
RICELAKE
715-234-2996

THETRAINSTORE
WAUKESHA
262-650-6675

PENNSYLVANIA

SOUTHCAROLINA

TENNESSEE

TEXAS

VIRGINIA

WASHINGTON

WESTVIRGINIA

WISCONSIN


